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Premium Membranes 

Item # DescripƟon 
60-MM035A ≈35 GPD @ 60 psi Membrane 

60-MM050A ≈50 GPD @ 60 psi Membrane 

60-MM075A ≈80 GPD @ 60 psi Membrane 

60-MM100A ≈100 GPD @ 60 psi Membrane 

60-MM150A ≈150 GPD @ 60 psi Membrane 

60-MM200A  ≈200 GPD @ 65 psi Membrane 92% RejecƟon 

60-MM080HR  ≈80 GPD @ 60 psi 1 to 1 RaƟo Membrane 95% RejecƟon 

62-4004570 Pentek “Slim” Membrane Housing w/John Guest 1/4” 

60-MM050C ≈50 GPD @ 60 psi Membrane (Economy) 

Item # ≈ProducƟon Rate 

60-MMGR-03 Pentair “GRO” 35 GPD @ 65 psi  

60-MMGR-05 Pentair “GRO” 50 GPD @ 65 psi  

60-MMGR-07 Pentair “GRO” 75 GPD @ 65 psi  

60-MMGR-36K 35 GPD @ 65 psi  w/Check Valve and Flow Restrictor 

60-MMGR-50K 50 GPD @ 65 psi w/Check Valve and Flow Restrictor 

60-MMGR-75K 75 GPD @ 75 psi w/Check Valve and Flow Restrictor 

60-MM1-100K 100 GPD IWP “UHE” 60 PSI w/Check Valve and Flow Restrictor 

60-MM1-50 50 GPD IWP “UHE” 60 PSI 

60-MM1-100 100 GPD IWP “UHE” 60 PSI 

60-MM1-75 75 GPD IWP “UHE” 60 PSI 

60-MM1-75K 75 GPD IWP “UHE” 60 PSI w/Check Valve and Flow Restrictor 

60-MM1-50K 50 GPD IWP “UHE” 60 PSI w/Check Valve and Flow Restrictor 

Item # DescripƟon 

60-MM-500A 3”x12” Membrane (500 GPD @ 70 PSI) >97% RejecƟon 

68-MH312 3”x12” Membrane Housing ⅜” FPT 

68-MH31212C 3” Membrane Housing Clip (Uses 2) 

60-MM-500D 1:1 3”x12” Membrane (500 GPD @ 65 PSI) >93% RejecƟon 

IWP “Premium” 1.8” x 12” residenƟal membranes consistent-
ly achieve up to 98% rejecƟon rates. Sold individually or dis-
counted box of 25. 

Item # DescripƟon 
S1-M50 Solo Membrane 50 GPD @ 60 PSI 2:1 

84A-209175 3” x 19” 750 GPD 75 PSI for Pentek Slimline Housing 

84A-201987 3.2” x 19” 600 GPD 100 PSI for Pentek Standard Housing 

60-BG-50 Cuno CompaƟble SQC-66-4706G2 

60-CLC-MMT36 Culligan 36 GPD for AC and H Series 

69E-22045 Merlin and EvoluƟon 1000 GPD (2 Required) 

62F-655121 Pentek Freshpoint 50 GPD GRO 

62F-655122 Pentek Freshpoint 75 GPD GRO 

IWP stocks a wide assortment of membranes. Don’t see your membrane here? Call IWP, we may have a soluƟon! 

Item # DescripƟon 
60-HT-MM36 Hydrotech 36 GPD  

60-HT-MM50 Hydrotech 50 GPD  

39S-S1227RS Microline 25 GPD 

39S-S1229RS Microline 50 GPD  

60-OPQMM50FV Omnipure “Q” Series 50 GPD 

60P-EF250 Omnipure “ELF” Series 250 GPD  

60P-EFX500 Omnipure “ELF” XL Series 500 GPD  

1:1 Encapsulated Membranes 

500 GPD 3” x 12” Membrane 

Specialty and CompaƟble Membranes Specialty and CompaƟble Membranes 

 

The IWP “Ultra High Efficiency” (UHE) is an encapsulated 
1:1 membrane with push to connect color coded connec-
Ɵons for reliable and quick installaƟon. Pentair “GRO” 
membranes also available 

500 GPD now available with a 1:1 membrane! 
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Test Parameters: 550 TDS filtered (5 micron), de-chlorinated 
municipal feed water, 77°F, 15% permeate recovery, 6.5-7.0 pH 
range. Data taken aŌer 30 minutes of operaƟon. Maximum 
pressure drop for each element is 10 psi. Minimum salt rejecƟon 
is 96%. Permeate flow for individual elements may vary +/- 20%. 
Call for more detailed operaƟng parameters 

RaƟngs/esƟmates herein are based on controlled laboratory condi-
Ɵons. Actual results are expected to vary based on mulƟple factors. 

 
IWP commercial and industrial membranes are manufactured 
to meet stringent standards. IWP Membranes are 100% integri-

ty tested and may also be ordered as individually wet tested. With 
our large inventory and customizaƟons available, IWP is your membrane source!  

Item # Nano 70 PSI, 40-50% 
84M-21N3 2.5” x 14” 200 GPD USA 

84M-22N3 2.5” x 21” 350 GPD USA 

84M-24N3 2.5” x 40” 850 GPD USA 

84M-41N3 4” x 14” 400 GPD USA 

84M-42N3 4” x 21” 1000 GPD USA 

84M-44N3 4” x 40” 2500 GPD USA 

Item # Nano 70 PSI, 80-90% 
84M-21N4 2.5” x 14” 200 GPD USA 

84M-22N4 2.5” x 21” 250 GPD USA 

84M-24N4 2.5” x 40” 680 GPD USA 

84M-41N4 4” x 14” 400 GPD USA 

84M-42N4 4” x 21” 950 GPD USA 

84M-44N4 4” x 40” 2000 GPD USA 

High Quality Reverse Osmosis Mem-

Item #  Ultra Low Energy 80 PSI, 98.5% 
84M-208125 2.5” x 14” 225 GPD 

84M-208083 2.5” x 21” 400 GPD 

84M-208084 2.5” x 40” 850 GPD  

84M-208092 4” x 14” 600 GPD 

84M-200393 4” x 21” 1000 GPD 

84M-200394 4” x 40” 2500 GPD 

Item # Extra Low Energy 100 PSI, 99% 
84M-2514100 2.5” x 14” 225 GPD 

84M-2521100 2.5” x 21” 400 GPD 

84M-2540100 2.5” x 40” 850 GPD  

84M-414100 4” x 14” 600 GPD 

84M-421100 4” x 21” 1000 GPD 

84M-440100H 4” x 40” 2500 GPD 

Item #  Low Energy 150 PSI, 99% 
84M-2514150 2.5” x 14” 225 GPD 

84M-2521150 2.5” x 21” 400 GPD 

84M-2540150 2.5” x 40” 1000 GPD  

84M-414150 4” x 14” 600 GPD 

84M-421150 4” x 21” 1000 GPD 

84M-440150 4” x 40” 2500 GPD 

Item # High RejecƟon 225 PSI, 99.5% 
84M-2514225 2.5” x 14” 150 GPD 

84M-2521225 2.5” x 21” 250 GPD 

84M-2540225 2.5” x 40” 650 GPD  

84M-414225 4” x 14” 400 GPD 

84M-421225 4” x 21” 900 GPD 

84M-440225 4” x 40” 2200 GPD 

84M-840100 8” x 40” 11,000 GPD 

84M-840150 8” X 40” 12,500 GPD 

84m-840225 8” X 40” 9000 GPD 

Proper pre-treatment, system maintenance and reasonable expectaƟons of the 
membranes capabiliƟes can greatly reduce common problems with Reverse 
Osmosis water treatment. Alum, hardness, iron, manganese, silica and many 
other common contaminants will reduce the life of the membranes.  

IWP can custom build your membrane 
based water treatment system. Whole 
house reverse osmosis, commercial appli-
caƟons, food processing and so much 
more can benefit from a properly designed 
membrane based water treatment system. 

High Quality Nano Membranes 


