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Item # Descrip�on Material Pulses per Gal. 

Min-Max GPM 

31-60626    (1) 5600/5800/2510/9100Turbine Electronic  Plas�c 133, .25-15 

31-60086  (2) 5600/5800/9100 Mech/Electronic Std. Range 125 to 2,100 Gallons Plas�c 20, 25-15 

31-60087 5600/9000/9100 Mech/Electronic Ext. Range 625 to 10,625 Gallons Plas�c 20, .25-15 

31-60088-180   2510 Mechanical Std. Range 125 to 2,100 Gallons Plas�c N/A, .25-15 

31-60089-180 2510 Mechanical Ext. Range 625 to 10,625 Gallons Plas�c N/A, .25-15 

31-60612  (3) 1” 9100 Hot Water Std. Range 310 to 5,270 Gallons Brass N/A, .75-20 

31-60632 1” 9100 Hot Water Ext. Range 1,550 to 26,350 Gallons Brass N/A, .75-20 

31-40577  (4) 7000 & 61560 Turbine Only  Plas�c 80, 1-40 

31-61919   (5) 5810/5812 Turbine Assembly Plas�c 80, 1-40 

31-61560  * (6) 3/4” to 1-1/2 Inline Plas�c Turbine (Uses (2) 7000 Connectors) Plas�c 80, 1-40 

31-61932-10  (7) 1” Paddle MxF Mech/Electronic Std. Range 310 to 5,270 Gallons Stainless 8, .7-40 

31-61932-11 1” Paddle MxF Mech/Electronic Ext. Range 1,550 to 26,350 Gallon Stainless 8, .7-40 

31-44022  (8) 1” MxF Union (Required for Mechanical Meter Applica�ons) Stainless N/A 

31-61933-10   (9) 1-1/2” MxF Mech/Electronic Std. Range 625 to 10,625 Gallons  Stainless 4, 1.5-75 

31-61933-11 1-1/2” MxF Mech/Electronic Ext. Range 3,125 to 53,125 Gallons Stainless 4, 1.5-75 

31-44024 1-1/2” MxF Union (Required for Mechanical Meter Applica�ons) Stainless N/A 

31-61934-10   (10) 2” MxF Mech/Electronic Std. Range 1,1250 to 21,250 Gallons Stainless 2, 3-150 

31-61934-11 2” MxF Mech/Electronic Ext. Range 6,250 to 106,250 Gallons Stainless 2, 3-150 

31-44026 2” MxF Union (Required for Mechanical Meter Applica�ons) Stainless N/A 

31-62073   (11) 2” x 1-1/2” Sleeve (Converts 2” meter to 1-1/2”) Plas�c Set to 1.5” or 4 PPG, 1.5-75 

31-61935-10  (12) 3” MxM Mech/Electronic Std. Range 3,,750-63,750 Gallons Stainless .67, 7-300 

31-61935-11 3” MxM Mech/Electronic Ext. Range 18,750 to 318,750 Gallons Stainless .67, 7-300 

31-19791-01 (13) Electronic Meter Cable 17” for 5600SXT, 5800, 5810, 9000 N/A NA 

31-19791-02 Electronic Meter Cable 35” N/A N/A 

31-19791-04 Electronic Meter Cable 100” N/A N/A 

35-1033317 (17) Autotrol 1” Turbine Meter (Add Fi@ngs and Cable)** Plas�c 65, .275-35 

35-1033538 (18) Autotrol 1-1/2” and 2” Turbine Meter (Add Fi@ngs and Cable)** Plas�c 15, 5-250 
(9) 

Item# Descrip�on 

31-42414-01  (14) 3/4” Male NPT plas�c 

31-40563-01 1” Male NPT plas�c 

31-40565-01 1-1/4” Male NPT plas�c  

31-42241-01 1-1/2” Male NPT plas�c  

31-61626 3/4”x1” sweat  

31-41242-01 (15) 1”x1-1/4” sweat  

31-41243-01 (16) 1-1/4”x1-1/2” sweat  

*Add two of the connectors below 

to complete the 31-61560 meter. 
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Item# Descrip�on 

35-1030541 1” Gaskets 

35-1034385 Nuts for PVC Adapters (2) 

35-1030579 1” PVC Glue Adapters (2) 

35-3014631 (19) 1” Nuts for Stainless Adapters (2) 

35-3014557 (20) 1” Stainless Adapters (2)  

35-3030498 2” Gaskets (2) 

35-1030664 (21) 2” Nuts (2) 

35-3014558 (22) 2” Stainless NPT Adapters (2)  

35-3014630 1-1/2” Stainless NPT Adapters (2)  

35-1030666 2” PVC Glue Adapters (2) 

35-1033354 (23) 25’ Meter Cable with Bare Wires 
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**Use parts below to complete Autotrol meter. 
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Clamp on meters lack the efficiency of Fleck and Clack original meters but they can offer 

cost savings. Ultrasonic flow meters can accommodate much larger pipe sizes. We can 

design your water treatment systems to meet your needs! Contact the IWP technical 

support department for assistance in designing your system. 
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Item # Descrip�on Material Pulses per Gal. 

Min-Max GPM 

39V-V3039* (1) 1” w/28” Cable (Add V3007-XX Kit) Plas�c 66, .5-40 

39V-V3039-15  1” w/15’ Cable (Add V3007-XX Kit) Plas�c 66, .5-40 

39V-V3045 (2) 1-1/2” w/28” Cable MxM Plas�c 37, .5-75 

39V-V3045-15 1-1/2” w/15’ Cable MxM Plas�c 37, .5-75 

39V-V3045QC (3) 1-1/2” w/28” Cable Quick Connect Plas�c 37, .5-75 

39V-V3045QC-15 (4) 1-1/2” w/15’ Cable Quick Connect Plas�c 37, .5-75 

39V-V3040   1-1/2” MxF w/28” Cable Stainless 37, .5-75 

39V-V3040-15 1-1/2” MxF w/ 15’ Cable Stainless 37, .5-75 

39V-V3094 2” MxF w/28” Cable  Stainless 20, 1.5-150 

39V-V3094-15 (5) 2” MxF w/15’ Cable  Stainless 20, 1.5-150 

39V-V3095  3” MxF w/48” Cable  Stainless 8, 3.5-350 

39V-V3095-15 (6) 3” MxF w/15’ Cable  Stainless 8, 3.5-350 

39V-V3003-02 (16)Meter Turbine w/28” Cable N/A N/A 

39V-V3221 Meter Turbine w/15’ Cable N/A N/A 

39V-4039 Meter Turbine w/48” Cable N/A N/A 

Item #   Descrip�on 

39V-V3008-18   (7) 3/4” Plas�c Male NPT 

39V-V3007-04   (8) 1” Plas�c Male NPT 

39V-V3007-05   (9) 1.25” Plas�c Male NPT  

39V-V3007-07   (10) 1.25” & 1.5” PVC Solvent  

39V-V3007-03LF (11) 3/4” Brass Sweat (Lead Free) 

39V-V3007-02LF  (12) 1” Brass Sweat (Lead Free) 

39V-V3007-09LF   (13) 1.25” x 1.5” Brass Sweat (Lead Free) 

39V-V3007-19 (14) 3/4” John Guest 

39V-V3007-17 (15) 1” John Guest 
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*Add one of the connector kits below to 

complete the 39V-V3039 meter. 
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