2 pentair POIYYIASS Mineral Tanks 6”-18” e A

OF FOREIGN & DOMESTIC PARTS

Pentair® Structural® Poly Glass Vessels have been the industry standard for quality and performance

for over 30 years. Featuring a one piece, seamless high density polyethylene liner and an encapsulated, leak free
engineered polymer inlet, Structural Poly Glass Vessels are designed to provide you with years of worry free per-
formance. Most tanks are stocked in black. Some tanks require extended lead time and or minimum order quan-

tity. Other sizes, options and colors are available, contact IWP for details. -
Iltem # Size |Neck| Height | Typical

Ft®
21-0613K 6"x13” | 2.5 =13.4”
21-0618K 6"x18” | 2.5 ~18.8”
21-0635K 6"x35” | 2.5 =35.7” o
21-0735K 7"x35” | 2.5” =35.4”
21-0744K 77x44” | 25" ~44”
21-0818K 8"x18” | 2.5” ~18.7"
21-0835K 8"x35” | 25”7 | =3539
210840k | 8'xa0” | 257 | =401
21-0844K 8"x44” | 2.5 ~44.5”
21-0918K 9"x18” | 2.5” ~18.4”
21-0935K 9"x35” | 2.5 =35.3”
21-0940K 9"x40” | 2.5 =39.8”
21-0048k | oxag” | 257 | =487 1 b
21-1018K | 10”x18” | 2.5” ~18.9” :
211035k | 10”x35” | 2.5” =35.5” *
21-1040K | 10”x40” | 2.5” =40.3”
21-1044K | 10”7x44” | 2.5” ~44.6"
21-1047K | 10”7x47” | 2.5” ~47.7"
21-1054K | 10”x54” | 2.5” ~54.4” 1.5
21-12422K | 127x42” | 2.5” ~43"
21-12482K | 12”x48” | 2.5” ~49”
21-12522K | 12”x52” | 2.5” =53” 2
e N X Specialty Mineral Tanks
21125245 | 12”x52” | 4.5 =53.14 2 ltem # Description
21-13542K | 13”x54” | 2.5” ~54.3" 2.5

1/2” MPT 21-1054DHN 10” x 54” 2.5” T w/Dome Hole (Natural)

e | i & =54.9" 25 Vacuum Break |21-1354DHN | 13”x54” 2.5” T w/Dome Hole (Natural)
CEGR e E7" | 257 =470 21-1019V* 10” x 19” x 2.5”T Vinyl Esther (150°F)
a7 | 4 =47 21-1054V* 10” x 54” x 2.5”T Vinyl Esther (150°F)
i TE || et 45" =473 21-1354V* 13” x 54” x 2.5”T Vinyl Esther (150°F)
B s | 25 ~66.1" 3 21-13544NV* | 13” x 54” x 4”T Vinyl Esther (150°F)
21-14654K | 147x65” | 4” ~66.1” 3 “Imported
21-16534K | 16”x53” | 4” 55" 3
21-16652K | 16”x65” | 2.5” ~66.2” 4
21-16654K | 16”x65” | 4” ~66.2" 4
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Clack:

Glack Mineral Tanks 6"-18"

Clack® Mineral Tanks are made of high density polyethylene (HDPE) plastic liner with composite fiberglass fila

ment winding over the liner. Clack’s design provides a continuous seamless inner liner with a glass filled polypro-
pylene inlet for higher strength and pressure capabilities. Clack USA made mineral tanks are available in sizes

from 8” to 24” diameters. Most tanks stocked in black .
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This product is Tested and Certified by
NSF International against NSF/ANSI 44 for
material and structural integrity requirements
and NSF/ANSI/CAN Standard 61 for material
requirements. Certified to NSF/ANSI 372.

ltem # Size |Neck| Height | Typical
Ft’

22C-0835K 8”x35” 2.5” =34.9”

22C-0844K 8”x44” 2.5” =44.2"

22C-0935K 9”x35” 2.5” =34.8"

22C-0948K 9”x48" 2.5” =48.3"”

22C-1018K | 10”x18” 2.5” =18.4”

22C-1035K | 10”x35” 2.5” =35”

22C-1040K | 10”x40” 2.5” =40.6”

22C-1044K | 10”x44” 2.5” =44.3"

22C-1047K 10”x47" 2.5” =47.2"

22C-1054K 10”x54" 2.5” =54.4" 1.5

22C-1235K 12”x35” 2.5” =35.4" 1.25

22C-1252K 12”x52" 2.5” =52.8" 2

22C-1354K 13”x54” 2.5” =55" 2.5

22C-14652K | 14”x65” 2.5” =65.6” 3

22C-14654K | 14”x65” 4” =65.6" 3

22C-1653K 16”x53" 2.5” =54" 4

22C-16654K | 16”x65” 4” =65.6” 4

22C-1865K 18”x65” 4” 67.7 5

22C-2162K 21"x62" 4” 67.8

22C-2472K 24"x72" 4” 73.6”

Available in Black, Blue, Almond, Grey and Natural

* For water softener and filtration

appl

ications

* Capacities from 6.7 to 122.6 gallons
* 10 year warranty for 8" - 13" vessels
* 5 year warranty for 14" - 24" vessels

MATERIAL OF CONSTRUCTION:

* Inner liner high density polyethylene
* Threaded inlet glass filled polypropylene

OPERATING PARAMETERS:

* Maximum operating pressure: 150 psi
* Maximum operating temperature: 120°F

» Safety factor: 4:1
* Minimum burst at 600 psi
» Tested to 100,000 cycles / 0-150 psi
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EXCEEDS NSF/ANSI 44 MINIMUM
PERFORMANCE REQUIREMENTS:
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WATER PRODUCTS,

219



