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Item # ApplicaƟon ConnecƟon 
75-PP050 25-50 GPD w/Clip ¼” JG 

75-PP100 50-120 GPD w/Clip ¼” JG 

75-PPCL Clip for Permeate Pump N/A 

68-
ASV9014QC 

90% ASV for 50 GPD 1/4” JG 

Permeate Pumps 
A "Permeate Pump" enhances  system perfor-
mance without electricity by using the kineƟc 
waste water energy to greatly reduce the back 
pressure from the RO unit's storage tank. This in-
creases the systems efficiency by allowing the tank 
to fill faster and with more water. The lack of an 
ASV (recommended) simplifies the systems design 
and increases the final output pressure. Recom-
mended for any 35-100 GPD RO system with an 
incoming water pressure of 40 PSI or more. The 
Permeate Pump can be combined with a booster 
pump. A 90% ASV should be used in low water use 
applicaƟons. 
 
 
 
 
 
 
Booster pumps are used to boost pressure to the 
membrane and increase systems performance. 
Recommended when water pressure is below 40 
PSI or below 60 in lower temperature or higher TDS 
applicaƟons or when opƟmal system performance 
is desired. Booster pumps are sized to keep a con-
stant 80 psi on the membrane feed.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Delivery Pumps are used to increase pressure and/
or flow to the outlet of the system. Delivery pumps 
include a built in pressure switch and can be fed 
from either an atmospheric or pressurized tank. For 
applicaƟons with inconsistent flow rates use a vari-
able speed pump or add an accumulator tank. 

Booster Pumps 

Item # DescripƟon/ApplicaƟon ConnecƟon Power Supply 

75-AT6840-01 Booster Pump (35-50 GPD RO) ¼” QC Add 75-ATTF248 
Transformer 

74-AT6840BPK Booster Pump Kit with Transformer and 
Pressure Switch (for 50 GPD, w/ASV) 

¼" QC Included 

75-AT8851-01 Booster Pump                                                             
(Typical for 60-120 GPD RO) 

⅜" QC Add 75-ATTF24 
Transformer 

74-AT8851BPK Booster Pump Kit with Transformer and 
Pressure Switch (for 100 GPD, w/ASV) 

⅜" QC Included 

75-AT5853-01 Booster Pump ≈1.1 GPM                                        
(Typical for 200-500 GPD RO) 

⅜" QC Add 75-ATTF24 
Transformer 

75-AT5357 Booster Pump ≈1.4 GPM @ 90 PSI                                        
(Typical for 500-1000 GPD RO) 

⅜" QC Add 75-ATTF2 
Transformer 

*Must order connecƟon fiƫngs separately 

 

Item # DescripƟon/ApplicaƟon ConnecƟon Power Supply 

75-AT5800VS11 Delivery Pump, Variable Speed ≈.15-1.1 
GPM @60 PSI  

⅜" QC 120V Cord Included 

75-AT5502VS33 Delivery Pump, Variable Speed  ≈.25-3.3 
GPM @50 PSI (Must Add 2 Connectors) 

*(75-AT55F-) 120V Cord Included 

75-AT5852-09 Delivery Pump ≈.9 GPM @60 PSI ⅜" QC 120V Cord Included 

75-AT5852-12 Delivery Pump ≈1.2 GPM @60 PSI ⅜" QC 120V Cord Included 

75-AT5853-17 Delivery Pump ≈1.7 GPM @60 PSI ⅜" QC 120V Cord Included 

75-AT5513-35 Delivery Pump ≈3.5 GPM @60 PSI ½" FPT 120V Cord Included 

75-AT5503-35 Delivery Pump ≈3.5 GPM @60 PSI No 
Pressure Switch (Must add 2 Connectors) 

*(75-AT55F-) 120V Cord Included 

75-AT5513-50 Delivery Pump ≈4.9 GPM @60 PSI ½" FPT 120V Cord Included 

Delivery Pumps 
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Item Number DescripƟon/ApplicaƟon ConnecƟon 

75-AT55F-38JG (1) Fiƫng, 3/8" MPT (2 Required) 3/8 QC 

75-AT55F-12M  (2) Fiƫng, 1/2" MPT (2 Required) 1/2" MPT 

75-AT55F-12JG  Fiƫng, 1/2" QC (2 Required) 1/2" QC 

75-ATTF248 (3) Transformer, .8 Amp 120/24VAC Mate-N-Lok 

75-ATTF248230 Transformer, .8 Amp 230V 50 Hz/24VAC Mate-N-Lok 

75-ATTF24 (4) Transformer, 2 Amp 120/24VAC Mate-N-Lok 

75-ATTF24230 Transformer, 2 Amp 230 50Hz/24VAC Mate-N-Lok 

75-ATTF002 (5) Transformer 6.7 Amp 100-240/24VAC Mate-N-Lok 

75-ATPS340  (6) Tank Pressure Switch 20-40 PSI  with Wire                                                                       3/8" QC 

75-ATPS360 Tank Pressure Switch 40-60 PSI with Wire                                                                                                                                            3/8" QC 

75-ATPS380 Tank Pressure Switch 60-80 PSI with Wire                                                                                                                                       3/8" QC 

75-ATPS399 Tank Pressure Switch 80-100 PSI with Wire                                                                                                                                             3/8" QC 

75-AT26187 (7) Solenoid 3 GPM 24VAC    add (2)66-3573?                                           3/8" MBSP 

84A-211112 (8) Low Pressure Switch 20 PSI with Wire 1/4” QC 

75-ATLPS340G  (9) Low Pressure Switch 5 PSI with Wire  1/8" MPT 

75-AT8R*  (10) Auto Flush Timer 800ml/min (100-500 GPD) 1/4" QC 

75-AT25181 (11) Strainer, 50 Mesh For QC Pumps Aquatec QC 

75-AT25183  (12) Strainer, 50 Mesh SS to 2 GPM ⅜" FPT 3/8" FPT 

75-AT25185  (13) Strainer, 50 Mesh SS to 5 GPM ½" FPT 1/2" FPT 

75-AT5820Q (14) Accumulator Tank ~9”x5” 28 Ounces 3/8" QC 
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3/8” John 
Guest Adapters 

for solenoid 
66-3573 
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*Many more sizes available 
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