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Customized programming module allows you to add QR codes, custom informaƟon, logo, 
phone number and more. Available on all 5.1 UV systems! We make the module and send 
it to you! Plug the programmer into the UV controller, power up the system and wait. In 
less than a minute the color screen display will be reconfigured to your specifi-
caƟon! Stop losing annual lamp sales! Best of all, it’s FREE! Just place a 
minimum stocking order and we do the rest! Ensure your customers 
protecƟon and stop losing lamp sales and service 
calls. Your company informaƟon, custom 
graphics and much more is available with 
our dealer programming module! 

The 5.1 series and NSF UV systems include the “LIGHTLOCK” Feature! This proprietary encrypted 
technology eliminates the use of compeƟƟve lamps and prevents systems from op-
eraƟng beyond the useful life of the UV lamp. This protects your customers and 
prevents potenƟal damage to the ballast from starƟng lamps that are past their 
useful lifeƟme. The 5.1 color screen alerts user when it is Ɵme to change the lamp 
and where to buy them from! The 5.1 series includes full diagnosƟcs, warnings, QR 
codes and the “Infinite Expandability Port” which allows for the addiƟon of remote 
monitoring devices, flow meters, UV sensors and much more See the accessories page for more 
details about the available opƟons for the 5.1 series! 
 

 

LIGHTLOCK 
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Glacier UV LED by LUMINOR offers peace of mind by harnessing the 
power of UV LED disinfecƟon. This easy to use, environmentally friend-
ly stainless steel reusable water boƩle provides on-the-go safe water 
without the need for harmful chemicals. The 90 second cleaning cycle 
mode will keep your boƩle smelling fresh and clean!  

Features:  
304 stainless steel dou-
ble wall insulaƟon for 
both hot and cold wa-
ter! Easy to use disinfec-
Ɵon mode with simple 
push buƩon acƟvaƟon. 
Reusable eco-friendly 
alternaƟve to plasƟc 
water boƩles that will 
last for years! USB-C 
charging with long 
lasƟng baƩery! A great 
way to close a sale! 
 

304 Stainless Steel water boƩle with a built in UV saniƟz-
ing LED. A great way to seal the sale! In 90 seconds, the 

water is sterilized! Safe water without the need for 
chemicals! 600 mL capacity double wall insulated! 

 
The 4.1 series include a compeƟƟvely priced controller with a countdown Ɵmer 
and audible/visual lamp change and failure indicator. No lamp key required. 
The unique splash proof case protects the controller from water damage and 
the fully poƩed ballast enhances heat dissipaƟon. The modern case gives the 
4.1 series a modern appearance! 
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FiltraƟon followed by saniƟzing UV! Ideal for whole house or commercial applicaƟons. Featuring Pentek 1” Black housings in 10” or 20” 
configuraƟons. Fully customizable with any cartridge to meet your applicaƟon. High flow rate UV featuring the color touch screen 5.1 
controller. Fully customizable with minimum order quanƟƟes. AƩracƟve heavy duty filter bracket is available with floor mounƟng legs. 
Wrench included. Filters are plumbed before the UV unless otherwise specified.  

10” UV Systems (Add Filters) 
Item # DescripƟon  

80-F1511 1 Stage 

80-F1512 2 Stage 

80-F1513 3 Stage 

20” UV Systems (Add Filters) 
Item # DescripƟon 

80-F1521 1 Stage 

80-F1522 2 Stage  

80-F1523 3 Stage 

20” UV Systems  w/Filters 
Item # DescripƟon Filter 1 Filter 2 Filter 3 

80-F152101 1 Stage 1 Micron USA   

80-F152251 2 Stage  5 Micron USA 1 Micron USA  

80-F152351P 3 Stage 5 Micron USA 1 Micron USA Fiberdyne Flo-Plus 

 

Item # 4.5” x 10” Filters (Individual or by the case) Case 

60-SD415025 25 Micron Melt Blow Sediment USA 8 

60-SD412505 5 Micron Melt Blow Sediment USA 8 

60-SD412501 1 Micron Melt Blow Sediment USA 8 

62-155141 Radial Flow Carbon  8 

60H-CB41 5 Micron Carbon Block Filter USA 6 

Item # 4.5” x 20” Filters (Individual or by the case)  

60-SD425025 25 Micron Melt Blow Sediment USA 6 

60-SD422505 5 Micron Melt Blow Sediment USA 6 

60-SD422501 1 Micron Melt Blow Sediment USA 6 

60U-D42 Micro-D Submicron 6 

62-155247 Radial Flow Carbon  6 

62-155263 Radial Flow Iron ReducƟon 4 

60H-CB42 5 Micron Carbon Block Filter USA 6 

62-455906 FloPlus .5 Micron NSF53 Cyst/Crypto/Giardia 6 

60U-PT-PP41003 .35 Micron Pleated Polypropylene USA 12 

60U-PT-PP42003 .35 Micron Pleated Polypropylene USA 12 

Filters sold individually or discounted by the case. 
Our most popular filters are listed below.  

UV Spec 
15 GPM @ 16mj/cm2 

8 GPM @ 30mj/cm216  
5.6 GPM @ 40mj/cm2 

≈Power Usage 25W 

Item # OpƟons/Replacement Parts 

FSS-P3 Add Pressure Gauge/s 

68I-BB10X 10” Leg set with hardware for 2 and 3 stage 

68I-BB10X 20” Leg set with hardware for 2 and 3 stage 

80-RL-420 Replacement lamp 

80-RQ-420 Replacement sleeve 

80-RC-B5.01 ICE Ballast, Controller 110-220V 

62-151122 Pentek BB O-Ring 

2101 E. Francis Street, Ontario, CA USA 91761  *  909-939-8008  *  www.ImpactWaterProducts.com 
Data herein is provided as a courtesy and is subject to change without noƟce.  

Shown with opƟonal legs 



 

  503 

 

Our best selling Luminor product made just for IWP! Perfect for residenƟal and light commercial applicaƟons. Used exclusively on our 
5.1BB product line. A shorter 3.5” chamber for more compact installaƟons! High flow, 1” MNPT threads, color screen, Lightlock technol-
ogy with flow rates up to 15 gallons per minute. Easily expand this unit with IoT connecƟvity, UV sensors, cooling fan and much more! 

Item # ≈Rated GPM  
16/30/40 mJ/cm2  

In/Out 
ConnecƟon 

Chamber       
Length 

Chamber       
Diameter 

Replacement 
Lamp 

Replacement 
Quartz Sleeve 

Replacement 
Controller 

≈WaƩs 
System 

80-LB5-081 15/8/5.6 1” MNPT 20” 3.5” 80-RL-420 80-RQ-420 80-RC-B5.01 25 

Part # DescripƟon 

80-MOD-APP IoT module, App allows monitoring of the UV from anywhere! 

80-MOD -SHERPA Monitor your UV from inside your home! Simple plug and play! 

80-RS-B3.5 UV sensor allows real Ɵme monitoring of the UV intensity. 

80-LFM-1.0 1” Flow meter reduces power during low/no flow condiƟons. 

80-130014 Simple fan to keep the water cooler during low/no use condiƟons. 

2101 E. Francis Street, Ontario, CA USA 91761  *  909-939-8008  *  www.ImpactWaterProducts.com 
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Show
n w

ith opƟonal U
V Sensor installed 

UV Spec 
15 GPM @ 16mj/cm2 

8 GPM @ 30mj/cm216  
5.6 GPM @ 40mj/cm2 

≈Power Usage 25W 
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Our best selling UV systems. The 4.1 series are economical, simple and reliable. 
Axial flow 304 stainless steel reactor chamber with visual sight port for “Lamp-on” 
verificaƟon. Countdown electronic ballast with audible and visual lamp change 
and failure indicator. Thimble sleeve allows for easy quartz sleeve replacement.  

 

The 5.1 Series adds many exciƟng features to the 4.1 including a full color inter-
face, LIGHTLOCK technology for protected lamp sales and  the ability to add mulƟ-
ple opƟons including the Sherpa IoT module for use with the UV Concierge App to 
monitor the UV’s performance, ultrasonic flow meter for significant energy sav-
ings, UV sensor ensuring consistent UV intensity and much more! 

*Add (2) 80-SS 1” x 3/4” stainless steel bushings for applicaƟons where 1” threading is preferred. 

Item # ≈Rated GPM  
16/30/40 mJ/cm2  

In/Out 
ConnecƟon 

Chamber       
Length 

Chamber       
Diameter 

Replacement 
Lamp 

Replacement 
Quartz Sleeve 

Replacement 
Lamp & Sleeve 

Replacement 
Controller 

≈WaƩs 
System 

80-LB4-021 4/2/1.6 1/2” FNPT 10.3” 2.5” 80-RL-210 80-RQ-210 80-RLQ-210 80-RC-B4.01 14 

80-LB4-031 6/3/2.4 1/2” MNPT 14.3” 2.5” 80-RL-290 80-RQ-290 80-RLQ-290 80-RC-B4.01 60 

80-LB4-061 11/6/4.4 3/4” MNPT* 21.3” 2.5” 80-RL-470 80-RQ-470 80-RLQ-470 80-RC-B4.01 22 

80-LB4-101 20/11/8.3 3/4” MNPT* 35.2” 2.5” 80-RL-820 80-RQ-820 80-RLQ-820 80-RC-B4.01 30 

80-LB4-151 30/15/12 1” MNPT 40” 2.5” 80-RL-999 80-RQ-999 80-RLQ-999 80-RC-B4.01 46 

80-LB4-201 39/21/16 1” MNPT 36.1” 3.5” 80-RL-850 80-RQ-850 80-RLQ-850 80-RC-B4.01 60 

Item # ≈Rated GPM  
16/30/40 mJ/cm2  

In/Out 
ConnecƟon 

Chamber       
Length 

Chamber       
Diameter 

Replacement 
Lamp 

Replacement 
Quartz Sleeve 

Replacement 
Controller 

≈WaƩs 
System 

80-LB5-021 4/2/1.6 1/2” FNPT 10.3” 2.5” 80-RL-210 80-RQ-210 80-RC-B5.01 14 

80-LB5-031 6/3/2.4 1/2” MNPT 14.3” 2.5” 80-RL-290 80-RQ-290 80-RC-B5.01 60 

80-LB5-061 11/6/4.4 3/4” MNPT* 21.3” 2.5” 80-RL-470 80-RQ-290 80-RC-B5.01 22 

80-LB5-101 20/11/8.3 3/4” MNPT* 35.2” 2.5” 80-RL-820 80-RQ-820 80-RC-B5.01 30 

80-LB5-151 30/15/12 1” MNPT 40” 2.5” 80-RL-999 80-RQ-999 80-RC-B5.01 46 

80-LB5-201 39/21/16 1” MNPT 36.1” 3.5” 80-RL-850 80-RQ-850 80-RC-B5.01 60 

Replacement 
Lamp & Sleeve 

80-RLQ-210 

80-RLQ-290 

80-RLQ-470 

80-RLQ-820 

80-RLQ-999 

80-RLQ-850 

*Add (2) 80-SS 1” x 3/4” stainless steel bushings for applicaƟons where 1” threading is preferred. 
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The 4.1 HO (High Output) series feature an axial flow 316 stainless steel 
reactor chamber with visual sight port for “Lamp-on” verificaƟon and 
10,000 hour lamp life. Countdown electronic ballast with audible and 
visual lamp change and failure indicator. Thimble sleeve allows for easy 
quartz sleeve replacement. 

Item # ≈Rated GPM  
16/30/40mJ/cm2  

In/Out 
ConnecƟon 

Chamber       
Length 

Chamber       
Diameter 

Replacement 
Lamp 

Replacement 
Quartz 

Replacement 
Controller 

≈WaƩs 
System 

80-LBH4-051 8/5/3 1/2” MNPT 11.7” 3.5” 80-RL-210HO 80-RQ-210 80-RCHO-4.12 20 

80-LBH4-101 19/10/7 3/4” MNPT* 16.5” 3.5” 80-RL-330HO 80-RQ-330 80-RCHO-4.12 38 

80-LBH4-151 27/15/11 1” MNPT 20” 3.5” 80-RL-420HO 80-RQ-420 80-RCHO-4.12 57 

80-LBH4-251 47/25/19 1” MNPT 26.9” 3.5” 80-RL-600HO 80-RQ-600 80-RCHO-4.12 73 

80-LBH4-401 78/40/31 1-1/2” MNPT 40.7” 3.5” 80-RL-950HO 80-RQ-950 80-RCHO-4.12 115 

Replacement 
Quartz & Sleeve 

80-RLQ-210HO 

80-RLQ-330HO 

80-RLQ-420HO 

80-RLQ-600HO 

80-RLQ-950HO 

 

The 5.1 HO (High Output) Series adds many exciƟng features to the 4.1 
including a full color interface, LIGHTLOCK technology for protected lamp 
sales and  the ability  to add mulƟple opƟons including the Sherpa IoT 
module for use with the UV Concierge App to monitor the UV’s perfor-
mance, ultrasonic flow meter for significant energy savings, UV sensor 
ensuring consistent UV intensity and much more!  

Item # ≈Rated GPM  
16/30/40mJ/cm2  

In/Out 
ConnecƟon 

Chamber       
Length 

Chamber       
Diameter 

Replacement 
Lamp 

Replacement 
Quartz Sleeve 

Replacement 
Quartz & Sleeve 

Replacement 
Controller 

≈WaƩs 
System 

80-LBH5-051 8/5/3 1/2” MNPT 11.7” 3.5” 80-RL-210HO 80-RQ-210 80-RLQ-210HO 80-RCHO-56.12 20 

80-LBH5-101 19/10/7 3/4” MNPT* 16.5” 3.5” 80-RL-330HO 80-RQ-330 80-RLQ-330HO 80-RCHO-56.12 38 

80-LBH5-151 27/15/11 1” MNPT 20” 3.5” 80-RL-420HO 80-RQ-420 80-RLQ-420HO 80-RCHO-56.12 57 

80-LBH5-251 47/25/19 1” MNPT 26.9” 3.5” 80-RL-600HO 80-RQ-600 80-RLQ-600HO 80-RCHO-56.12 73 

80-LBH5-401 78/40/31 1-1/2” MNPT 40.7” 3.5” 80-RL-950HO 80-RQ-950 80-RLQ-950HO 80-RCHO-56.12 115 

*Add (2) 80-SS 1” x 3/4” stainless steel bushings for applicaƟons where 1” threading is preferred. 

*Add (2) 80-SS 1” x 3/4” stainless steel bushings for applicaƟons where 1” threading is preferred. 
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Class B UV systems include a 304 stainless axial flow 
chamber and an integral flow control. OpƟonal solenoid 
kit and UV sensor with 4-20 mA output to ensure prop-
er UV dosing of 16 mJ/cm2 available.   

Item # ≈Rated GPM  
16 mJ/cm2  

In/Out 
ConnecƟon 

Chamber       
Length 

Chamber       
Diameter 

Replacement 
Lamp 

Replacement 
Quartz Sleeve 

Replacement 
Controller 

≈WaƩs 
System 

80-LB5-021B 2.9 1/2” FNPT 10.3” 2.5” 80-RL-210 80-RQ-210 80-RC-B4.01 14 

80-LB5-031B 5.2 1/2” MNPT 14.3” 2.5” 80-RL-290 80-RQ-290 80-RC-B4.01 20 

80-LB5-061B 7.6 3/4” MNPT 21.3” 2.5” 80-RL-470 80-RQ-470 80-RC-B4.01 30 

80-LB5-101B 13 3/4” MNPT 35.2” 2.5” 80-RL-820 80-RQ-820 80-RC-B4.01 49 

80-LB5-151B 22 1” MNPT 40” 2.5” 80-RL-999 80-RQ-999 80-RC-B4.01 62 

Replacement 
Lamp & Sleeve 

80-RLQ-210 

80-RLQ-290 

80-RLQ-470 

80-RLQ-820 

80-RLQ-999 

Shown with opƟonal UV sensor. 

Item # ≈Rated GPM  
16 mJ/cm2  

In/Out 
ConnecƟon 

Chamber       
Length 

Chamber       
Diameter 

Replacement 
Lamp 

Replacement 
Quartz Sleeve 

Replacement 
Controller 

≈WaƩs 
System 

80-LBH5-051B 5.4 1/2” MNPT 11.7” 3.5” 80-RL-210HO 80-RQ210 80-RC-B5.01 20 

80-LBH5-101B 7.6 3/4” MNPT* 16.5” 3.5” 80-RL-330HO 80-RQ-330 80-RC-B5.01 6038 

80-LBH5-151B 13 1” MNPT 20” 3.5” 80-RL-420HO 80-RQ-420 80-RC-B5.01 57 

80-LBH5-251B 22 1” MNPT 26.9” 3.5” 80-RL-600HO 80-RQ-600 80-RC-B5.01 73 

80-LBH5-401B 28 1-1/2” MNPT 40.7” 3.5” 80-RL-950HO 80-RQ-950 80-RC-B5.01 115   

Replacement 
Lamp & Sleeve 

80-RLQ210 

80-RLQ-330 

80-RLQ-420 

80-RLQ-600 

80-RLQ-950 

 

 

Class B HO (High Output) UV systems include a 316 stain-
less axial flow chamber and an integral flow control. Op-
Ɵonal solenoid kit and UV sensor with 4-20 mA output to 
ensure proper UV dosing of 16 mJ/cm2 available.  

Shown with opƟonal UV sensor. 
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Class A UV systems include a 304 stainless axial flow 
chamber, integral flow control and a UV sensor with       

4-20 mA output to ensure proper UV dosing of               
40 mJ/cm2. OpƟonal solenoid kit available.  

Item # ≈Rated GPM  
40 mJ/cm2  

In/Out 
ConnecƟon 

Chamber       
Length 

Chamber       
Diameter 

Replacement 
Lamp 

Replacement 
Quartz Sleeve 

Replacement 
Controller 

≈WaƩs 
System 

80-LB6-021A 1.6 1/2” FNPT 10.3” 2.5” 80-RL-210 80-RQ-210 80-RC-B4.01 14 

80-LB6-02A-12V* 1.6 1/2” FNPT 10.3” 2.5” 80-RL-210 80-RQ-210 80-RC-B4.01 14 

80-LB6-031A 2.2 1/2” MNPT 14.3” 2.5” 80-RL-290 80-RQ-290 80-RC-B4.01 20 

80-LB6-03A-12V* 2.2 1/2” MNPT 14.3” 2.5” 80-RL-290 80-RQ-290 80-RC-B4.01 20 

80-LB6-061A 3.4 3/4” MNPT 21.3” 2.5” 80-RL-470 80-RQ-470 80-RC-B4.01 30 

80-LB6-06A-12V* 3.4 3/4” MNPT 21.3” 2.5” 80-RL-470 80-RQ-470 80-RC-B4.01 30 

80-LB6-101A 6.3 3/4” MNPT 35.2” 2.5” 80-RL-820 80-RQ-820 80-RC-B4.01 49 

80-LB6-151A 7.9 1” MNPT 40” 2.5” 80-RL-999 80-RQ-999 80-RC-B4.01 62 

Replacement 
Quartz & Sleeve 

80-RLQ-210 

80-RLQ-210 

80-RLQ-290 

80-RLQ-290 

80-RLQ-470 

80-RLQ-470 

80-RLQ-820 

80-RLQ-999 

Item # ≈Rated GPM  
40 mJ/cm2  

In/Out 
ConnecƟon 

Chamber       
Length 

Chamber       
Diameter 

Replacement 
Lamp 

Replacement 
Quartz Sleeve 

Replacement 
Controller 

≈WaƩs 
System 

80-LBH6-051A 2.2 1/2” MNPT 11.7” 3.5” 80-RL-210HO 80-RQ-210 80-RC-B5.01 20 

80-LBH6-101A 4 3/4” MNPT 16.5” 3.5” 80-RL-330HO 80-RQ-330 80-RC-B5.01 38 

80-LBH6-151A 5.4 1” MNPT 20” 3.5” 80-RL-420HO 80-RQ-420 80-RC-B5.01 57 

80-LBH6-251A 7.9 1” MNPT 26.9” 3.5” 80-RL-600HO 80-RQ-600 80-RC-B5.01 73 

80-LBH6-401A 18 1-1/2” MNPT 40.7” 3.5” 80-RL-950HO 80-RQ-950 80-RC-B5.01 115   

Replacement 
Quartz & Sleeve 

80-RLQ-210 

80-RLQ-330 

80-RLQ-420 

80-RLQ-600 

80-RLQ-950 

Class A UV HO (High Output) systems include a 316 
stainless axial flow chamber, integral flow control  and 
a UV sensor with 4-20 mA output to ensure proper UV 
dosing of 40 mJ/cm2. OpƟonal solenoid kit available.   

 

*12 Volt Available 
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Item # ≈Rated GPM  
16/30/40 mJ/cm2  

In/Out 
ConnecƟon 

Chamber       
Length 

Chamber       
Diameter 

Replacement 
Lamp 

Replacement 
Quartz Sleeve 

≈WaƩs 
System 

80-LR6-351* 66/35/27 1-1/2” FNPT 27.2” 4” 80-RL-500A 80-RQ-500 120 

80-LR6-551* 109/58/44 2” FNPT 35.8” 4” 80-RL-720A 80-RQ-720 170 

80-LR6-851* 167/85/67 2” MNPT 46.8” 4” 80-RL-1000A 80-RQ-1000 220 

80-LR6-1101* 207/110/84 2-1/2” MNPT 35.8” 6” 80-RL-720A (2) 80-RQ720 (2) 320 

80-LR6-1401* 263/140/106 3” MNPT 40.6” 6” 80-RL-843 (2) 80-RQ-843 (2) 360 

80-LR6-1751* 327/175/131 4” MNPT 46.8” 6” 80-RL-1000A (2) 80-RQ-1000 (2) 430 

Commercial 110 Volt high flow UV systems with flow raƟng from 27 to 327 GPM. The chamber is 
made from 316L stainless steel and is polished and passivated. Also available for special applica-
Ɵons including TOC reducƟon bulbs (185nm) and hot water applicaƟons. UV monitor, audible 
and visual alarms, lamp countdown and many other features are standard. Available in 220 Volt 
and without monitor (LR5). 

Industrial/Municipal UV systems with flow raƟng from 133 to 1170 GPM. The chamber is made from 
316L stainless steel and is polished and passivated. Also available for special applicaƟons including 
TOC reducƟon bulbs (185nm) and hot water applicaƟons. UV monitor, audible and visual alarms, 
lamp countdown and many other features are standard. 220V Hard wired. 

Item # Luminor   
Model # 

≈Rated GPM  
16/30/40 mJ/cm2  

In/Out 
ConnecƟon 

Chamber       
Length 

Chamber       
Diameter 

Replacement 
Lamp 

Replacement 
Quartz Sleeve 

≈WaƩs 
System 

80-LK5-A22 LK6-A22 327/174/133 3” Flange 10.5” 54” 80-RL-1000A (2) 80-RQ-K2 (2)  460 

80-LK5-A42 LK6-A42 758/404/303 4” Flange 11” 54” 80-RL-1000A (4) 80-RQ-K2 (4) 900 

80-LK5-A62 LK6-A62 1170/623/467 6” Flange 11” 54” 80-RL-1000A (6) 80-RQ-K2 (6) 1340 

* Change the “1” to “5” for 220 volt. Also available with European, BriƟsh and Australian/New Zealand plugs.  
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Item # Sterilight®  
Model # 

≈Length Lamp Life 
Hrs. 

80-140140 S212RL 9” 9000 

80-140141 S287RL 11.9” 9000 

80-140142 S330RL 13.5” 9000 

80-140108 S463RL 18.9” 9000 

80-140109 S810RL 32.5” 9000 

80-140110 S36RL 33.7” 9000 

80-140145 S200RL-HO 11.8” 10,000 

80-140147 S320RL-HO 16.5” 10,000 

80-140148 S410RL-HO 20.1” 10,000 

80-140150 S600RL-HO 27.6” 10,000 

80-140151 S740RL-HO 33.1” 10,000 

80-140152 S950RL-HO 41.3” 10,000 

High quality replacement lamps and sleeves for Sterilight®, Viqua®, Trojan®. All Lamps and sleeves include new O-rings and are availa-
ble in singles, packs of 12 and 30. Quartz sleeves are available in singles or packs of 12 and 24.   

Item # UVMAX® Model # ≈Length Lamp Life Hrs. 

80-140159 602803 (Model A) 11” 9000 

80-140160 602804 (Model B, B4) 8.9” 10,000 

80-140111 602805 
(Model C, C4, D/Plus, D4/Plus) 

15.3” 10,000 

80-140112 602806 
(Model E/Plus, E4/Plus, Pro7) 

24.8” 10,000 

80-140103 602807 
(Model F/Plus, F4/Plus, Pro 15) 

38.8” 10,000 

Item # Sterilight®  
Model # 

≈Length 

80-350020 QS-200 13.1” 

80-350026 QS-212 10” 

80-350021 QS-320 17.8 

80-350022 QS-410 21.4” 

80-350023 QS-600 28.8” 

80-350024 QS-740 34.3” 

80-350025 QS-950 42.6” 

80-350074 QS-330 14.8” 

80-350073 QS-001 13” 

Fits  

SPV-200, SP200-HO, SPV-3.5, SC-200, SCM-200 

SQ-PA, VT1 

SC-320, SCM-320, SP320-HO, SPV-6 

VH410, VH410M, VH410-F20, SC-410, 
SPV-410, SP410-HO, SPV-8 

SC-600, SCM-600, SPV-600, SP600-HO, SPV-12 

SC-740, SCM-740, SPV-740, SP740-HO, SPV-15 

SPV-950, SP950-HO, SPV-20 

S1Q-PA, VH200, SSM-14 

S2Q-PA, VT4, SSM-17 

80-350041 QS-463 19.8” S5Q-PA, SSM-24 

80-350042 QS-810 33.3” S8Q-PA, SSM-37 

80-350043 QS-012 35” S12Q, S24Q, S40Q, SSM-39, SUV, SHF-140 

80-350083 QS-008 35.1” S8Q 

Item # UVMAX® 
Model # 

≈Length Fits 

80-350071 602730  9.1” Model A 

80-350072 602731  11.5” (Model B, B4) 

80-350044 602372 15.4” Model C, C4, D/Plus, D4/Plus 

80-350045 602733 24.9” Model E/Plus, E4/Plus, Pro7 

80-350046 602734 39.1” Model F/Plus, F4/Plus, Pro 15 

80-350057 602974 17.5” Pro 10, G/Plus 

80-350058 602975 27” Pro 20, H/Plus 

80-350059 602976 36.6 Pro 30, Pro 50, J/Plus, K/Plus 

 
 

 

Have an older UV system in need of an up-
date? IWP offers retrofit kits to upgrade your 
older UV to the 5.1 controller. Kits include 
controller, lamp, sleeve, chamber adapter 
and O-rings. The retrofit usually takes less 
than ten minutes! Available for Viqua® Ste-
rilite® S1Q-PA, S2Q-PA, S5Q-PA, S8Q-PA, 
S12Q-PA, UVMAX® A, B4, C, C4, D, D4 Plus,  
E, E4, E4 Plus, Pro 7, F, F4, and F4 Plus. Call 
IWP for more details!  

NOTE: The UV lamps offered herein by LUMINOR are offered for sale as a direct replacement 
for the original equipment manufacturer. These lamps are not manufactured by the original 
equipment manufacturer and they do not endorse, sponsor, or approve the sale of this direct 
replacement lamp. Sterilight® is a registered trademark of VIQUA, a Trojan Technologies Compa-
ny. Lamps are made in the USA! 
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With the opƟonal Dealer Module, you can now monitor ALL the 
UV systems that you service and get real-Ɵme reporƟng on 
system status. You’ll know what systems are in immediate 
need of service, and what systems are in need of pending ser-
vice. With the ability to sort this informaƟon under a variety of 
parameters, this Dealer Module is basically a self-contained 
Business Plaƞorm. Fully customizable for your specific business, 
LUMINOR's DEALER PORTAL is a business unto itself. This is a 
subscripƟon service based on the number of users that are 
under your “Dealer Umbrella”. Each user is classified as an in-
stalled unit with an installed IoT module. This service is free for 
the first ten customers so you can see how it will benefit your 
business. SMS and email noƟficaƟons can be automaƟcally sent 
out once a problem is detected!  

 

Why LED? 
¨ Compact, high power density UVC LEDs 

provide a much smaller footprint over 
tradiƟonal UV systems. 

¨ “Instant-On” requires no warm up Ɵme. Less heat build up, less energy, 
extremely long LED bulb life! 

¨ Mercury free, no risk due to lamp breakage 
¨ Not impacted by On-Off cycling, can easily be controlled by a flow switch or 

other input device. 
¨ Less heat equals less UV chamber fouling.  

As the development of UVC LED technology 
conƟnues its rapid growth, LUMINOR has 
expanded on the proven efficacy of UV germi-
cidal irradiaƟon, and coupled it with high-
tech UVC LED technology, to produce an en-
ergy efficient, environmentally friendly tech-
nology of the future. These compact UVC LED 
modules provide 99.99% pathogen reducƟon 
and have a global reach with a myriad of ap-
plicaƟons ranging from residenƟal water 
treatment, water dispensers, appliances, 
food service, RV, marine, medical, disaster 
relief and many, many more! 3/8” John Guest 
connecƟons for easy installaƟon. 

Item # ≈Rated GPM  
10/16/30/40 mJ/cm2  

80-GUV-2 0.7, 0.4, 0.2, 0.1 

80-GUV-5 1.5, 1.3, 0.6, 0.4 

80-GUV-4S 1.5, 1.3, 0.6, 0.4 

80-GUV-5S 1.5, 1.3, 0.6, 0.4 
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80-MOD-APP 
ReporƟng live, dy-
namic feedback on 

all features and 
funcƟons of your UV system. Monitor 
just one system, or ALL the systems 
that you may service. Professional 

packages available! 

80-MOD-SHERPA 
Monitor your 5.1 and 

NSF UV systems remote-
ly from anywhere in 

your home! Simple plug 
and play technology 

provides real-Ɵme sta-
tus of your UV system!  

80-MOD-SOL1 

 

When the system senses “no-flow” or "low-
flow" condiƟons, a signal is sent to the main 

controller and automaƟcally reduces the power 
output to the UV lamp, thereby reducing the 

overall power consumpƟon resulƟng in energy 
savings, reduced quartz sleeve fouling and cool-
er operaƟng temperatures! Available on 5.1 and 

NSF systems.  

Part # Size 

80-LFM-0.5 1/2” 

80-LFM-0.75 3/4” 

80-LFM-1.0 1” 

80-LFM-1.5 1.5” 

Part # Fits 

80-RS-B2.5 5.1 with 2.5” Chamber 

80-RS-B3.5 5.1 with 3.5 Chamber 

80-RSHO-B3.5 5.1HO and Class B UV’s 

80-RS-B2.5V Class A UV 

80 RS-B3.5V HO Class A UV  

UV sensor allows real Ɵme monitoring of the UV 
intensity. Works on all 5.1 and NSF UV systems.  

Solenoid control module connects 
to a Normally Closed (NC) solenoid 

valve and will shut off the water 
when the UV intensity drops be-
low 50% or when a lamp failure 

occurs. The module can be placed 
into a manual override  in case of 

an emergency.  

IWP-TRV 

Add 4-20mA output for 
the UV intensity of any 5.1 
or NSF system. Use 16-22 
AWG wire to connect to a 
data logger, computer or 

other receiving device.  

80-MOD-420 

Emulator, ideal for trades 
shows and sales call. Emu-
late the UV output, lamp 

counter, alarm status, sole-
noid, 4-20 and remote alarm 

module.  

80-MOD-EMU 

Simple cooling fan is de-
signed to run conƟnuously 
and runs independent from 
the UV system, Fits any 3.5” 
UV system. Simple clamp on 

installaƟon. 110 V. 

80-MOD-130114 
Remote Alarm Module 
for 5.1 and NSF UV sys-
tems. Dry contacts NO, 
NC and Common. Ideal 

for remote monitoring of 
alarm condiƟon.  

80-MOD-RAM 

 

A simple way to keep the wa-
ter inside the chamber from 
geƫng dangerously hot. Add 
a thermal relief kit to any UV 
system. If the temperature 
rises dangerously high, the 

valve will open allowing cool 
water to take its place! 

Part # Size 

IWP-TRV08 1/2” 

IWP-TRV12 3/4” 

IWP-TRV16 1” 

IWP-TRV24 1.5” 


