Clack has quickly become one of the premiere control valve manufacturers. The twin alternating
design provides 24/7 soft water, easy maintenance, high flow rates and a small footprint. Ideal
for most commercial and large residential applications.

HIGHLY CUSTOMIZABLE

i5 - large LCD display. Highly programmable
and built in diagnostics allow for quick and
simple troubleshooting.

e Excellent service rates (up to 28 GPM and 15 GPM backwash flow rate, valve only)

e Regenerates with soft water for optimum operating efficiency and reduced maintenance

e 5 Controller for ease of service and maintenance

e Micro-switch available for lock-out

e Cartridge rebuild for fast maintenance ltem # Recommended

e Large display, easy to program control Brine Tank

e Electronic positioning for the most consistent performance

e Soft water refill for better brine saturation. WS-110A-1018-AA6 33 107x 18" 18" x 267 10

e Highly programmable and simple i5 Electronics WS-10A-0844-AA6 7> 8"x 44" 15"x 17" 10

e Separate source regeneration option available WS-i10M-0948-AA6 ! 9"x 48" 15"x 17" 13

e Programming will not be lost due to power outages WS-i10A-1054-AA6 1.5 10" x 54" 15"x 17" 14

e Time of day backup for up to 12 hours of power loss WS-i10A-1235-AA6 L5 12" x 35" 15" x 17" 15

e Valve Material Fiber-reinforced polymer WS-i10A-1252-AA6 2 12" x 52" 18" x 40" 15

e Regeneration: Downflow WS-i10M-1354-AA6 2.5 13" x 54" 18" x 40” 16

e 1.05" Riser, 3/4” FNPT drain, 3/8” brine, 2.5”-8 mounting WS-i10A-1465-AA6 3 14" x 65" 18" x 40” 16

¢ Height from top of tank is 7-3/8" WS-i10M-1653-AA6 3 16" x 53" 18" x 40" 18

e Water softener or filters up to 21” WS-i10A-1665-AA6 4 16" X 65" 24" x 40" 18

e Attached transformer included WS-i10A-1865-AA6 5 18" X 65" 24" x 40" 20
WS-i10A-2162-AA6 6 21" x 62" 24" x 50" 22
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