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Anti-Scale and  Carbon 

The upflow “Over-Under” stacked Carbon/An�-scale sys-

tem is one of the most efficient scale reduc�on systems 

available. The high grade carbon bed reduces chlorine, or-

ganic chemicals, pes�cides and more. The 3 liters of An�-

Scale media reduces the waters scaling poten�al. No elec-

tricity and no backwash water make the “Over-Under” 

system a superb water so*ening alterna�ve. Listed sys-

tems include a bypass and 1” connectors. 

Purge kit 

and Ban T 

included! 

Shown w/optional  
tank jacket 

Item # Media 
Tank Sizes 

GAC 
Type 

GAC 
ft³ 

≈Service
/Peak 
GPM 

≈Height ≈Shipping 
Weight 

HCA-11-1235-C8G 12x35/10x22 Coconut 1.0 1-5/12 68” 90 

HCA-11-1242-C8G 12x42/10x22 Coconut 1.5 1-7/12 75” 110 

HCA-11-1447-C8G 14x47/10x22 Coconut 2.5 1-12/17 80” 150 

HCA-11-1636-C8G 16x36/10x22 Coconut 2 1-10/20 69” 150 

HCA-11-1235-C2G 12x35/10x22 Cataly�c 1.0 1-2/7 68” 90 

HCA-11-1242-C2G 12x42/10x22 Cataly�c 1.5 1-3/7 75” 110 

HCA-11-1447-C2G 14x47/10x22 Cataly�c 2.5 1-5/9 80” 150 

HCA-11-1636-C2G 16x36/10x22 Cataly�c 2 1-4/12 69” 150 

Add a Superior or Oxy-Mag module for enhanced scale reduc�on! 

Options Description 

91-D08  “Superior®” Internal Water Condi�oner 

IWP-MAG105 IWP Oxy-Mag Condi�oner 

78-H116-PE9 Hydra, 90 Micron 1” Pre and/or Post Filter 
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Data herein is provided as a courtesy and is subject to change without no�ce.  


