Item # Total | =Usable Diameter Height Connector Color
Capacity | Capacity = = Size

61Q-TKOO3W* .35 gal. .1gal. 5.1” 4.4” 1/4” MNPT Wiz
61Q-TKOIW 1gal. 6gal. 6" 9 1/4” MNPT | Whfie
61Q-TKO2W 2gal. 1.2 gal. 8” 12” 1/4” MNPT Wiz
61Q-TKO3W 3gal. 1.8 gal. 9” 16” 1/4” MNPT (W hite
61Q-TKO4AW 4.5gal. 2.8gal. 117 16” 1/4” MNPT | Whfie
61Q-TK0O4K 4.5 gal. 2.8 gal. 11”7 16” 1/4” MNPT Black
61Q-TK04U 4.5gal. 2.8gal. 117 16” 1/4” MNPT Blue
61Q-TK04S 4.5 gal. 2.8 gal. 11” 16” 1/4” MNPT Stainless
61Q-TKOBW 6 gal. 3.6 gal. 12” 17” 1/4” MNPT | Whfie
61Q-TK10W 10 gal. 6 gal. 12” 22" 1/4” MNPT Wiz
61Q-TK14W 14 gal. 8.4 gal. 15” 26" 1/4” MNPT | Whfie
61Q-TK14U 14 gal. 8.4 gal. 15” 26" 3/4” MNPT Blue
61Q-TK20U 20 gal. 12 gal. 15” 32" 3/4” MNPT Blue
61Q-TK28U 28 gal. 17 gal. 15” 41" 3/4” MNPT Blue
61Q-TK34U 34 gal. 21 gal. 22" 31” 1-1/4” MNPT |  Blue
61Q-TK44U 44 gal. 27 gal. 22" 38” 1-1/4” MNPT Blue

*Commonly used as a pump accumulator tank, pre-charged to 30 PSI.

2101 E. Francis Street, Ontario, CA USA 91761 + 909-939-8008 : www.ImpactWaterProducts.com

Data herein is provided as a courtesy and is subject to change without notice.

* * & o o

* & O ¢ o

Features
304 stainless steel connection
High-grade butyl diaphragm
FDA grade polypropylene liner
Cold rolled carbon steel shell for
durability =
Triple coated for years of rust free \
service
NSF certified
CE approved
Virtually maintenance free
Pre-charged to 7 psi
Maximum working pressure 100
PSI
Maximum working temperature
200°F
2 year warranty

ltem#  Valve Kits for 1/4” Tanks

66-8231 (1) 1/4” FNPT x 1/4” John Guest

66-8235 (2) 1/4” FNPT x 3/8 John Guest

ltem # | Valve Kits for 3/4” Tanks

61-TKV128 (3) 3/4” FNPT x 1/2” and 3/8” John Guest

ltem # | Valve Kits for 1-1/4” Tanks

61-TKV208 1-1/4” x 1/2” and 3/8” John Guest




