GCarhon Tanks

Simple Downflow and Upflow carbon tanks for economical water treatment.
Clack 1190 systems include a purge kit for easy start up and future mainte-
nance. Downflow is the most common and preferred method but installations
with sediment in the water can be problematic without regular purging. Up-
flow is not prone to sediment fouling but flow rates and effectiveness will be
reduced. Contact IWP for application assistance.

DownFlow GAC Systems UpFlow GAC Systems

In/Out In/Out

10D-11-1018-C1G 4 Clack 1190 Yes/Plastic .25 10”x18” 10D11-1018-C1G 4 Clack 1190 Yes/Plastic| .25 10”x18”
10D-11-0844-C1G 8 Clack 1190 Yes/Plastic 75 10”x54” 10-11-0844-C1G 8 Clack 1190 Yes/Plastic| .75 10”x54”
10D-11-0948-C1G 10 Clack 1190 Yes/Plastic 1 9”x48" 10-11-0948-C1G 10 Clack 1190 Yes/Plastic 1 9”x48"
10D-11-1054-C1G 12 Clack 1190 Yes/Plastic 1.5 10”x54” 10-11-1054-C1G 12 Clack 1190 Yes/Plastic 1.5 10”x54”
10D-11-1235-C1G 13 Clack 1190 Yes/Plastic 1.5 12”x35” 10-11-1235-C1G 13 Clack 1190 Yes/Plastic 1.5 12”x35” i
10D-11-1252-C1G 14 Clack 1190 Yes/Plastic 2 12”x52” 10-11-1252-C1G 14 Clack 1190 Yes/Plastic 2 12”x52” f
10D-11-1354-C1G 15 Clack 1190 Yes/Plastic 2.5 13”x54” 10-11-1354-C1G 15 Clack 1190 Yes/Plastic | 2.5 13”x54” i
10D-11-1465-C1G 16 Clack 1190 Yes/Plastic 3 14”x65” 10-11-1465-C1G 16 Clack 1190 Yes/Plastic 3 14”x65” i
| 10D-11-1665-C1G 20 Clack 1190 Yes/Plastic 4 16”x65” 10-11-1665-C1G 20 Clack 1190 Yes/Plastic 4 16”x65” :
10D-15-1252-C1G 14 1%” FNPT Top* | Yes/Plastic 2 12”x52” 10-15-1252-C1G 14 1%” FNPT Top* | Yes/Plastic 2 12”x52” 5
3 10D-15-1354-C1G 15 1%” FNPT Top* | Yes/Plastic 2.5 13"x54” | 10-15-1354-C1G 15 1%” FNPT Top* | Yes/Plastic| 2.5 13”x54” . E
| 10D-15-1465-C1G 16 1%” FNPT Top* | Yes/Plastic 3 14”x65” @ 10-15-1465-C1G 16 1%” FNPT Top* | Yes/Plastic 3 14”x65” %
10D-15-1633-C1G 20 1%” FNPT Top* | Yes/Plastic 2 16”x33” {»’f 10-15-1633-C1G 20 1%” FNPT Top* | Yes/Plastic 2 16”x33” '
10D-15-1665-C1G 20 1%” FNPT Top* | Yes/Plastic 4 16”x65” |== / 10-15-1665-C1G 20 1%” FNPT Top* | Yes/Plastic 4 16”x65” ’
10D-15-1865-C1G 1%” FNPT Top* No 18”x65” 10-15-1865-C1G 1%” FNPT Top* No 18”x65”
1%” FNPT Top* No 21”x62” 1%” FNPT Top* No 21”x62”
1%” FNPT Top* No 24”x60” 1%” FNPT Top* No 24”x60”
1%” FNPT Top* No 24"x72" 1%” FNPT Top* No 24"x72"
2” Glue Socket No 16”x65" 2” Glue Socket No 16”x65"
Top/Bottom Top/Bottom
2” Glue Socket No 21"x62" 2” Glue Socket No 21"x62"
Top/Bottom Top/Bottom
2” Glue Socket No 24"x72" 2” Glue Socket No 24"x72"
Top/Bottom Top/Bottom
4 Fleck Brass Yes/ .25 10”x19” 4 Fleck Brass Yes/ .25 10”x19”
Stainless VE Stainless VE
12 Fleck Brass Yes/ 1.5 10”x54” 12 Fleck Brass Yes/ 1.5 10”x54”
Stainless VE Stainless VE
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*Available with 2” FNPT Connections
**Hot water systems rated to 150°F
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Scale Reduction Systems

Scale Reduction systems are used in place of traditional salt softeners in many
applications. Recommended where salt based softeners are not allowed, desired,
or are economically unfeasible. Popular uses include whole house residential, pre-
treatment to commercial RO systems, and many commercial applications. Simple
installation and low maintenance make this a popular alternative for some tradi-
tional softening applications. Water must be free of copper, iron, and other con-
taminants that may foul the scale reduction media. It is highly recommended that
pre-treatment include a properly designed carbon system and a post filter to mini-
____ Mmize the potential for media loss during excessive flow rate conditions.

In/Out

Shown with optional |
tank jacket}f | ’
} /

SR-11-0948 12 GPM Clack 1190 (D1400) Yes/Plastic 4 9”x48”
|

| SR-11-1054 13 GPM Clack 1190 (D1400) Yes/Plastic 4.5 10”x54”

{ sR-11-1235 17 GPM Clack 1190 (D1400) Yes/Plastic 5.5 12”x35”

’/ﬂ V 'S SR-11-1252 19 GPM Clack 1190 (D1400) Yes/Plastic 6.5 12”x52”
e QT

' Shown with | SR-11-1354 22GPM Clack 1190 (D1400) Yes/Plastic 7.5 13"x54”

Optional | sr-13-1465 37 GPM Clack 1190 (D1400) Yes/Plastic 12,5 14”x65”

JG conpector SR-13-1652 37 GPM Clack 1190 (D1400) Yes/Plastic 12.5 16"x52" —

SR-13-1665 49 GPM Clack 1190 (D1400) Yes/Plastic 16.5 16”x65”

SR-15-1252 27 GPM 1%"” FNPT Top* No 9 12”x52"

SR-15-1354 33 GPM 1%"” FNPT Top* No 11 13”x54”

SR-15-1465 37 GPM 1%” FNPT Top* No 125 14"x65"

SR-15-1633 39 GPM 1%” FNPT Top* No 13 16"x33”

SR-15-1665 49 GPM 1%” FNPT Top* No 16.5 16"x65"

SR-15-1865 60 GPM 1%” FNPT Top* No 20 18"x65"

SR-15-2162 84 GPM 1%"” FNPT Top* No 28 21”x62”

SR-15-2460 96 GPM 1%"” FNPT Top* No 32 24”x60”

SR-15-2472 120 GPM 1%"” FNPT Top* No 40 24”x72"

SR-71-1665 49 GPM | 2” Glue Socket Top/Bottom No 16.5 16”x65"

SR-71-2162 84 GPM 2” Glue Socket Top/Bottom No 28 21”x62”

SR-71-2472 120 GPM | 2” Glue Socket Top/Bottom No 40 24"x72"

SR-10-1018H** 9 GPM Fleck Brass Yes/Stainless 3 10”x19” VE

SR-10-1054H** 13 GPM Fleck Brass Yes/Stainless 4.5 10”x54” VE

*Available with 2” FNPT Connections
**Hot water systems rated to 150°F
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