Custom Side Mount Systems Available

(2) (3)

Single Tanks | =Service/ | Recommended

Metered Unit Peak GPM Brine Tank

24"x72” 9-62/120 24X60 9 93”

30”"x72"  15-90/140 30X60 14 101" (@)

36”"x72"  21-90/150 39x48 18 101"

42"x72”  29-90/150 39x60 25 109" 5)
48"x72”  38-90/150 50x60 30 111"

Twin Alternating | Tanks | =Service/ | Recommended

Peak GPM Brine Tank (7
24"x72"  9-62/120 24X60 9 93”
30"x72”  15-90/140 30X60 14 101"
36”x72”  21-90/150 39x48 18 101"
42"x72”  29-90/150 39x60 25 109"
48"x72”  38-90/150 50x60 30 111"

(1) 2” Flow Meter

(2) 4” Threaded Tank Adapter (6)
(3) 6” Tank Flange Adapter

(4) 2” Side Mount Adapter

(5) 2”Motorized Alternating Valve

(6) 2” No Hard Water Bypass

(7) Weather Cover

Progressive Number Of
Flow Adders Systems

3 Triple Kit

39V-2HX4 4 Quad Kit
39V-2HX5 5 Quint Kit
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Progressive flow systems are ideal for larg-

er commercial applications that have varying flow rates. Up to 16 units can

be connected together for massive flow rates! Order multiple softeners and the kit below to

convert the system to a progressive flow system. Progressive flow kits include NHWBP’s and Cat5 cables.



