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Data herein is provided as a courtesy and is subject to change without no�ce.  

Reverse Osmosis membrane ҉ Powder coated steel frame ҉ Pressure gauges 

҉ Fixed waste/recycle flow controls ҉ Feed water pressure switch ҉ Tank 

pressure switch ҉ Rotary vane pump ҉ Feed water inlet solenoid valve ҉ 

Heavy duty motor ҉ A%rac&ve upscale design ҉ Digital product water flow me-

ter ҉ TDS monitoring ҉ 120v/60hz standard ҉ High capacity pre-filtra&on ҉ 

CodeLine Membrane Housing ҉ An&-Scalant outlet ҉ Blending Valve  

Item # Membrane Tank Size/≈Capacity ≈Dimensions ≈GPD 

83R-I32-1421L 4”x21” LE 32 Gallon/21 Gallon 22”x60” 1000+ 

83R-I44-1421L 4”x21” LE 44 Gallon/30 Gallon 22”x69” 1000+ 

83R-I85-1421L 4”x21” LE 85 Gallon/57 Gallon 26”x77” 1000+ 

83R-I32-1421H 4”x21” HP 32 Gallon/21 Gallon 22”x60” 800+ 

83R-I44-1421H 4”x21” HP 44 Gallon/30 Gallon 22”x69” 800+ 

83R-I85-1421H 4”x21” HP 85 Gallon/57 Gallon 26”x77” 800+ 

The “  -RO” from Impact. Integra&ng the tank and  
commercial RO makes this a compact simple design 
ideal for food service and other applica&ons. Includes 

stainless solenoid, rotary vane pump, high and low 
pressure switching, digital product flow meter, 
large liquid filled pressure gauges and 20” high 
capacity pre-filtra&on. Available in either high re-
jec&on (HP) or low energy (LE) designs. High ac-
curacy TDS blending valve and TDS monitoring 
are included.  

Shown with Pentek 
Pre-Filter Op&on 

“    ” Series R.O. 

Feed Water Parameters:  85°F maximum. Inlet pressure 40-80 PSI. Incoming TDS 2000 ppm maximum, if higher, 
consult IWP. Iron .5 ppm maximum. Hydrogen sulfide must be removed. Silica < 50 ppm. Turbidity should be 
removed. Hardness must be < 7 GPG. pH 3-11.  Opera�ng Parameters:  200 PSI maximum. pH range 3-11. Flow 
rates are based on test parameters of 1500 ppm Nacl solu&on, 77°F water temperature. Typical membrane salt 
rejec&on is 95-98%. Actual flow rates and rejec�on vary depending on the pre-treatment used, water condi-
�ons, feed water temperature, applied pressure and membrane type. Feed water analysis report available. 

Lower cost imported tanks available. 
Smaller membranes available. 

Custom tank connec&ons available. 
Atlas Filtri or Pentek 3G pre-filtra&on. 

Add the op&onal 
¾” stainless wall 
mount bypass! 
PT# IWP-BP75 
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Data herein is provided as a courtesy and is subject to change without no�ce.  

Reverse Osmosis membrane ҉ Powder coated steel frame ҉ Pressure gauges ҉ Fixed 
waste/recycle flow controls ҉ High pressure nylon tubing ҉ Feed water pressure switch 

҉ Tank pressure switch ҉ Rotary vane pump ҉ Feed water inlet solenoid valve ҉ Heavy 
duty motor ҉ A%rac&ve upscale design ҉ Digital product flow meter ҉ 120v/60hz stand-
ard (<11 amps) ҉ Dual TDS Monitor ҉ High capacity pre-filtra&on 

“ Impact” Series Commercial RO System 
CodeLine 
Housings 

Item # Membrane Dimensions   Weight Est. GPD 

83R-IP-1414L 4”x14” LE 14”Wx16”Dx30”H 72 lbs. 475+ 

83R-IP-1414H 4”x14” HP 14”Wx16”Dx30”H 72 lbs. 450+ 

83R-IP-1421L 4”x21” LE 14”Wx16”Dx30”H 74 lbs. 1000+ 

83R-IP-1421H 4”x21” HP 14”Wx16”Dx30”H 74 lbs. 800+ 

Add the op&onal 
¾” stainless wall 
mount bypass!   
PT# IWP-BP75 

Available with many other op&ons including Nano-Filtra&on, pressurized and 
atmospheric storage tanks, distribu&on pumps, UV and much more. 

❷ 

❶ 

Shown with 
op&onal S.S. 
membrane 
housing. 

Item #  Op&on 

83F-PK ❶ Float Switch for Atmospheric Tank Kit 

17S-DVTF08R  ❷ Flow Rate/Totalizer Meter 

83R-1BV  ❸ Blending Valve Adder 

Feed Water Parameters:  85°F maximum. Inlet pressure 40-80 
PSI. Incoming TDS 2000 ppm maximum, if higher, consult IWP. 
Iron .5 ppm maximum. Hydrogen sulfide must be removed. Silica 
< 50 ppm. Turbidity should be removed. Hardness must be < 7 
GPG. pH 3-11.  Opera�ng Parameters:  200 PSI maximum. pH 
range 3-11. Flow rates are based on test parameters of 1500 ppm 
Nacl solu&on, 77°F water temperature. Typical membrane salt 
rejec&on is 95-98%. Actual flow rates and rejec�on vary depend-

ing on the pre-treatment used, water condi�ons, feed water 

temperature, applied pressure and membrane type. Feed water 

analysis report available. 

Shown with Atlas Filtri 
Pre-Filter Op&on 


